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Active Disturbance Rejection Control for MEMS Gyroscopes
Qing Zheng, Lili Dong, Dae Hui Lee, and Zhiqiang Gao

Abstract—A new control method is presented to drive the drive
axis of a Micro-Electro-Mechanical Systems (MEMS) gyroscope
to resonance and to regulate the output amplitude of the axis to a
ﬁxed level. It is based on a unique active disturbance rejection con
trol (ADRC) strategy, which actively estimates and compensates
for internal dynamic changes of the drive axis and external dis
turbances in real time. The stability analysis shows that both the
estimation error and the tracking error of the drive axis output are
bounded and that the upper bounds of the errors monotonously de
crease with the increase of the controller bandwidth. The control
system is simulated and tested using a ﬁeld-programmable-gate
array-based digital implementation on a piezoelectric vibrational
gyroscope. Both simulation and experimental results demonstrate
that the proposed controller not only drives the drive axis to vibrate
along the desired trajectory but also compensates for manufacture
imperfections in a robust fashion that makes the performance of
the gyroscope insensitive to parameter variations and noises. Such
robustness, the fact that the control design does not require an ac
curate plant model, and the ease of implementation make the pro
posed solution practical and economic for industrial applications.
Index Terms—Active disturbance rejection control (ADRC),
discrete implementation, extended state observer (ESO), ﬁeld-pro
grammable gate array (FPGA), Micro-Electro-Mechanical
Systems (MEMS) gyroscopes.

I. INTRODUCTION

M

ICRO-ELECTRO-MECHANICAL Systems (MEMS)
gyroscope is a micro- or millimeter-scale inertial rate
sensor. It has been used in automobiles (stability control and
GPS), aerospace (GPS-assisted inertial navigation), and con
sumer electronics (camera image stabilization and 3-D mouse)
[1]. Compared to electromechanical gyroscopes, the MEMS
gyroscope is small in size, inexpensive, and energy efﬁcient. A
control system is generally used to excite the vibration along
two vibrating modes (driving and sensing modes) of the MEMS
gyroscope and to estimate the rotation rate. However, the small
size of the MEMS gyroscope puts a big challenge on controller
design and microfabrication. The imprecise microfabrication
and disturbances result in mechanical coupling terms between
two axes, mechanical–thermal noises, and parameter variations,
which consequently degrade the performance of the MEMS gy
roscope. Therefore, a closed-loop control system is essential for
improving the performance of the MEMS gyroscope through

effectively compensating for the mechanical imperfections and
the disturbances in control efforts.
Since the 1990s, there has been a limited amount of research
on feedback control system designs for MEMS gyroscopes.
The controllers introduced in [2]–[4] did not fully account for
the mechanical coupling terms on the drive axis caused by the
manufacture imperfections. The adaptive controllers in [5] and
[6] achieved performance improvement in a noise-free setting.
The adaptive controller in [7] is designed for the MEMS gyro
scopes operating in an adaptive mode. However, most reported
MEMS gyroscopes operate in the conventional mode [8] where
the movement of the mass along the drive axis is relatively
large and the movement along the sense axis is very small. The
controller in [8] regulates the vibration along the sensing mode
of the MEMS gyroscope, while the control of the driving mode
is disregarded.
In this paper, a practical solution based on the active dis
turbance rejection control (ADRC) technology is applied to
the driving mode of the conventional MEMS gyroscope [9],
[10]. The ADRC has been successfully employed in many me
chanical systems [11]–[14]. However, the employment of the
ADRC onto MEMS is rather new. The basic idea of this control
strategy is to estimate the plant dynamics and disturbances
using an extended state observer (ESO) and to actively com
pensate for the disturbance in control effort. With the accurate
estimation of the plant dynamics and disturbances by ESO, the
ADRC can successfully drive the output of the drive axis to
resonance. Since the ADRC does not depend on an accurate
model of the axis, it is very robust against parameter variations,
disturbances, and noise. Another advantage of the controller
is its few tuning parameters, making the controller easy to
implement in the real world. To test the effectiveness of the
ADRC, a ﬁeld-programmable-gate-array (FPGA)-based digital
implementation of the controller is conducted on a piezoelec
trically driven vibrational beam gyroscope. The experimental
results demonstrate the effectiveness of the controller.
This paper is organized as follows. The dynamics of MEMS
gyroscopes is described in Section II. The ADRC approach and
its stability analysis are presented in Section III. Software sim
ulation and hardware test results are shown in Section IV. This
paper ends with concluding remarks in Section V.
II. DYNAMICS OF MEMS GYROSCOPES
The mechanical structure of the MEMS gyroscope can be un
derstood as a proof mass attached to a rigid frame by springs and
dampers, as shown in Fig. 1. As the mass is driven to resonance
along the drive
axis and the rigid frame is rotating along the
rotation axis, a Coriolis acceleration will be produced along the
sense
axis, which is perpendicular to both drive and rotation
axes. The Coriolis acceleration is proportional to the amplitude
of the output of the drive axis and the unknown rotation rate [1].
Therefore, we can estimate the rotation rate through sensing the

time-varying rotation rate, and the unknown quadrature error
terms arising from mechanical imperfections. With the dynamic
compensation of the estimated information, the system is re
duced to a double integrator. Then, a PD controller is sufﬁcient
to control it.
We can rewrite the drive axis model in (1) as
(2)
; refers to the external disturbance (speciﬁ
where
cally,
here);
, or simply donated
as , represents both the internal dynamics and the external dis
turbance; and
(3)
Fig. 1. Mass–spring–damper struture of MEMS gyroscopes.

The basic idea of the ADRC is to obtain the estimated
in
real time by an ESO and to actively compensate for it in the
control law. The concept of the ADRC is introduced as follows.

vibration of the sense axis. In order to accurately sense the ro
tation rate, the vibrational magnitude of the drive axis has to be
regulated to a ﬁxed level. Therefore, the controller of the drive
axis is mainly used to drive the drive axis to resonance and to
regulate the output amplitude at a desired value.
Disregarding the damping coupling terms between two axes
and assuming that the natural frequencies of both axes are the
same, the vibrational MEMS gyroscope is modeled as

A. ESO Design
Let
Assuming that
is

, and
.
is differentiable, the state-space form of (2)

(4)
where

(1)
where and are the outputs of the drive and sense axes, re
spectively,
and
are the Coriolis accelerations, is the
rotation rate,
is the natural frequency of the drive and sense
axes,
and
are quadrature errors caused by spring
couplings between two axes, is the damping coefﬁcient,
is the mass of the MEMS gyroscope, is the controller gain,
and
is the control input for the drive axis. In (1), the me
chanical thermal noise on the sense axis is represented by the
random force
. The effects of thermal noise on the drive
axis are negligible and are ignored [15]. In the MEMS gyro
scopes represented by (1), the quadrature errors are unknown
constant signals, the time-varying rotation rate is unknown,
and the damping coefﬁcient typically has a large varying range.
In this paper, we assume that the sense axis is operating under
the open-loop mode. Our control objective is to force the drive
axis to oscillate at speciﬁed amplitude and resonant frequency in
the presence of parameter uncertainties, mechanical couplings,
and mechanical–thermal noises.
III. ADRC
In this paper, ADRC is employed to control the MEMS gy
roscopes by dealing with modeling errors and structural uncer
tainties. In particular, an ESO provides an estimate of the in
ternal dynamics of the MEMS gyroscope and the external dis
turbances which include the output disturbances, the unknown

with
being the augmented state and
ESO for (4) is designed as

. A continuous

(5)
where
is the observer gain vector. The ob
server gains are chosen such that the characteristic polynomial
is Hurwitz. For tuning simplicity, all the
observer poles are placed at
. It results in the characteristic
polynomial of (5) to be
(6)
is the observer bandwidth of the drive axis and
.
Generally, the larger the observer bandwidth is, the more ac
curate the estimation will be. However, a large observer band
width will increase noise sensitivity. Therefore, a proper ob
server bandwidth should be selected in a compromise between
the tracking performance and the noise tolerance.
where

B. Control Algorithm
Once the observer is designed and well tuned, its outputs will
track
, and , respectively. By canceling the effect of
using , the ADRC actively compensates for in real time.
The ADRC control law is given by

by
,
Now, let us scale the observer estimation error
i.e., let
. Then, (9) can be
rewritten as
(10)
where

(7)
where is the desired trajectory of the drive axis and and
are the controller gain parameters selected to make
Hurwitz. For simplicity, let
and
, where is
the controller bandwidth. The closed-loop system for the drive
axis becomes
(8)
Note that, with a well-designed ESO, the ﬁrst term on the righthand side (RHS) of (8) is negligible, and the rest of the terms
on the RHS of (8) constitute a PD controller with a feedforward
gain.
In practice, the controller bandwidth is tuned based on how
fast and steady we want the output to track the set point. A large
controller bandwidth generally increases the response speed, but
it may push the system to its limit, leading to oscillations or even
instability. Thus, the controller bandwidth should be adjusted
based on the competing requirements of performance and sta
bility margin, together with noise sensitivity. In addition, a large
controller bandwidth usually increases the magnitude and rate
of change in control signal and, therefore, the operation cost.
The observer is tuned in a similar way: adjusting its bandwidth
for a tradeoff between tracking performance and noise sen
sitivity.
The primary reason for this particular parameterization and
tuning method is practicality. The observer and feedback gains
must be easily tunable by most engineers, who are usually fa
miliar with the concept and implications of bandwidth. It is ad
vantageous that engineers could use a completely new design
method without losing the critical insight gained from classical
control: frequency response.
The convergence for the estimation error of ESO and the
closed-loop tracking error of the ADRC is shown hereinafter.

Theorem 1: Assuming that
is bounded,
exist a constant
and a ﬁnite time
and
more,
for some positive integer
Proof: Solving (10), we can obtain

then there
such that
. Further
.

(11)
Let
(12)
Since
is bounded, i.e.,
positive constant, it follows that

, where is a

(13)
for

. Since

one has
(14)
Since

is Hurwitz, there exists a ﬁnite time

such that
(15)

for all

. Hence

C. Stability
1) Convergence of the ESO: Let
. From (4) and (5), the observer estimation error dynamics
can be shown as

(9)

(16)
for all

. Note that

depends on

. Let

One has

It follows that

(23)
(17)

and

Let

, then
(24)

for all

. From (13), (14), and (17), we obtain
where
(18)

for all

. Let
. It follows that

Solving (24), we have
(19)

for all

(25)
According to (24) and Theorem 1, one has

. From (11), one has
(20)

for all
Let

(26)

. According to
and (18)–(20), we have

where
Deﬁne

.

. Let
. It follows that

(21)
(27)
for all
. Q.E.D.
It is shown that, in the absence of the plant model, the es
timation error of ESO (5) is bounded and that its upper bound
monotonously decreases with the increase of the observer band
width. The assumption of the boundedness of
means that
there is a limit to the rate of change of the total efforts of the
internal dynamics and the external disturbances, excluding the
control input for the MEMS gyroscope, or that the change is
not instantaneous. In this case, can change very rapidly, and
the magnitude of can be quite large although bounded. Under
standably, this requires the observer bandwidth to be sufﬁciently
large for an accurate estimate of . In the absence of this bound
edness assumption, the rate of change in would be unlimited,
which would make very difﬁcult to estimate. Fortunately, for
MEMS gyroscopes, this assumption seems to be a reasonable
one because its mechanical construction and working environ
ment does not allow the acceleration to change instantaneously,
thus forcing to be a bounded variable.
The convergence of the ADRC, where ESO is employed, is
analyzed next.
2) Convergence of the ADRC: Let
and
.
Theorem 2: Assuming that is bounded, there exist a con
stant
and a ﬁnite time
such that
, and
. Furthermore,
for some positive integer .
Proof: From (7), one has
(22)

Since

we have

(28)
Since

is Hurwitz, there exists a ﬁnite time

such that
(29)

for all

. Note that

depends on

. Let

. It follows that
(30)
for all

. Let

. We have
(31)

for all

, and
(32)

for all

. From (27), (28), and (32), we obtain
(33)

for all

. From (25), one has
(34)

Fig. 2. Control system for the MEMS gyroscope.

According to (30), (33), and (34), we have

(35)
, where

for

.
It has been shown that, with plant dynamics being largely
unknown, the tracking error and its derivative are bounded, and
their upper bounds monotonously decrease with the increase of
the observer and controller bandwidths. With the convergence
of the tracking error established, we now present the simulation
and hardware test results.
IV. SIMULATION AND HARDWARE TESTS
An FPGA-based digital implementation of the ADRC is de
signed and conducted on a piezoelectrically driven vibrational
beam gyroscope, which is an alternative to the MEMS gyro
scope for experimental use. The control algorithm is imple
mented in custom logic using VHDL.
A. Hardware Setup
The block diagram of the FPGA-based digital implemen
tation is shown in Fig. 2. The hardware setup includes a core
hardware board developed earlier as reconﬁgurable control and
communication module (RCCM) [14], as shown in Fig. 3. It
mainly consists of two analog-to-digital converters, each pro
ceeded by an analog programmable ﬁlter, a ﬂash memory, and
an FPGA chip. The RCCM also supports the Ethernet and con
troller area network communication. In this implementation,
the sinusoidal reference signal, the Nios core processor, and the
ﬁrst-input–ﬁrst-output buffer are programmed into the FPGA
circuit. The control algorithm, ADRC, is also programmed
into FPGA using the VHDL language. One external 12-b
digital-to-analog converter is employed to convert the digital
control signal from FPGA to analog form before it enters the
gyroscope circuitry. To close the loop, the output of the drive
axis of the gyroscope is ﬁrst ampliﬁed and then fed back to the
ﬁeld-programmable analog array chip on the RCCM. In the

Fig. 3. FPGA-based RCCM.

control system design, the ADRC employs very large controller
and observer gains, which are beyond the limited range of
integer numbers represented by 32-bit binary. For this reason,
the single-precision ﬂoating point from IEEE Standard 754 is
used for the FPGA-based ADRC design.
In terms of development tools, Quartus II, version 3.2, for
FPGA design, SOPC builder for Nios embedded processor de
sign, and GNUPro compiler for building both software and li
braries are employed.
B. FPGA Implementation of the ADRC
For digital implementation, discretizing the state-space
model (4) using zero-order hold by ignoring , we have
(36)
where

and
is the sampling period.
A discrete ESO is designed as [16]
(37)

where
is the estimator gain,
provides a current estimate
of
based on the current measurement
, and
is the
predicted estimate based on a prediction from the previous time
estimate, i.e.,
(38)
Let

. It follows that
(39)

For tuning simplicity, we place all the poles of the desired dis
crete ESO characteristic equation at
, where
.
Then, the desired characteristic polynomial is
(40)
According to Ackermann’s formula [16], one has

Fig. 4. Output of the drive axis with the ADRC.

(41)
The discrete implementation of the control law (7) is

(42)
C. Simulation Results
The key parameters of the vibrational MEMS gyroscope are
rad/s ,
, and
rad /s .
In (1),
, where
and
are the
amplitude and angular frequency of the rate, respectively. The
actual amplitude of the rotation rate is assumed to be 0.1 rad/s,
and
is assumed to be 50 Hz. The reference signal for the
drive axis is
, where
rad/s. Typically,
the ideal output amplitude of the drive axis is
mV for
the piezoelectrically driven vibrational gyroscope. This voltage
output is linearly proportional to the displacement output of
the gyroscope in micrometers. We use
in “simula
tion units” to represent the magnitude of the drive axis output
in the simulation. The amplitude of the control signal is lim
ited to
mV. In the simulation, the mechanical–thermal
noise is applied, and the PSD of mechanical–thermal noise is
N s. The design parameter is
. The controller bandwidth is
rad/s,
and the observer bandwidth is
rad/s. The sam
pling period is
s.
The output of the drive axis under the control of the discrete
ADRC is shown in Fig. 4. After approximately 2.2 ms, the fre
quency of the drive axis is driven to the resonant frequency , as
expected. The tracking error between the reference signal and
the output of the drive axis is shown in Fig. 5. The steady-state
peak error between the reference and the drive axis output is
around 0.17% of the desired amplitude. Figs. 4 and 5 show the
excellent tracking performance of the ADRC.
To further investigate the robustness of the ADRC against pa
rameter variations, the system parameters are changed as fol-

Fig. 5. Tracking error of the drive axis.

lows. The magnitude of the quadrature error term, the damping
coefﬁcient, and the frequency of the rotation rate are increased
by ten times, i.e.,
rad s
, and
Hz, respectively. With these plant parameter vari
ations, the tracking error of the drive axis is shown in Fig. 6.
Note that the tuning parameters in the ADRC are the same as
that used in Figs. 4 and 5. It can be seen that the frequency of
the drive axis is driven to the resonant frequency after approx
imately 1.8 ms, and the steady-state peak error between the ref
erence and the drive axis output is around 0.17% of the desired
amplitude. With the large-scale plant parameter variations, the
performance of the ADRC is almost the same. This shows the
strong robustness of the ADRC against parameter variations.
D. Hardware Test Results
If the sampling period
is chosen the same as the one used
in the simulation, it will be too fast to implement into the FPGA

V. CONCLUSION

Fig. 6. Tracking error of the drive axis with parameter variations.

In this paper, a novel concept, namely, active disturbance re
jection, is successfully applied to solve the problems in MEMS
gyroscopes that stem from manufacturing imperfections. Such
imperfections manifest themselves as uncertain dynamics and
unknown disturbances that are difﬁcult to deal with using ex
isting design methods that are largely dependent on an accurate
mathematical model. The proposed ADRC design proves to
be a good ﬁt for three reasons: 1) It requires minimal a priori
information of the plant (just the order of the plant and its high
frequency gain); 2) it actively estimates and compensates for
the unknown dynamics and disturbances; and 3) the controller
is easy to be implemented and tuned as compared to other
methods. The results obtained from simulation and hardware
tests demonstrated the effectiveness of the ADRC. The stability
analysis solidiﬁed the theoretical foundation of the proposed
approach and provided much insight for the users, and the
rationale for the success of both simulation and hardware tests.
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